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FLAME RETARDANT V-0 GRADE

PBT CN7000
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Properties ASTM Standards Conditions Units CN7000
7 I A
Physical Properties
cE D792 1.42
Specific Gravity - - .
ok .
Water Absorption D570 23°C in water, 24hr % 0.08
Molding Shrinkage P 1.2-2.2
YR
[Thermal Properties
AR D64 0.45MPa o 145
Heat Deflection Temperature 1.82MPa 60
i ] ] .
Melting Point C 222
EEAIIE .
Coefficient of Linear Thermal Expansion D696 x 10 cm/cm 7
A 1S UL.o4 ] e 0
Relative Temperature Index Electrical
PR 'S UL.o4 ] o 0
Relative Temperature Index Mechanical Impact
RN -
Relative Temperature Index Mechanical Strength UL-94 C 130
Flammability UL-94 - - V-0 (0.66mm)
LR
Mechanical Properties
LIRS
Tensile Strength D638 - MPa 60
R
Tensile Elongation D638 - %o 20
e 55 R
Flexural Strength D790 - MPa 95
FoHE :
[Flexural Modulus D790 GPa 2.7
R Ny iR 1/8" notched 34
Izod Impact Strength D256 1/8" unnotched J/m 539
*AH R ]
Rockwell Hardness D785 M scale 85
= A
[Electrical Properties
LR R LIS - ] -
Volume Resistivity D257 Q.cm >10
7 e R
Dielectric Strength D149 Immt KV/mm 27
A D150 60Hz ] 32
Dielectric Constant 1KHz 3.2
EAE T 7 D150 60Hz ) 0.001
Dissipation Factor 1KHz 0.001
ENT %
A F—E‘— S ﬁ:t D495 i sec 0
/Acr Resistance
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The data are intended as a general guide only, makes no guarantee of results and assumes no obligation or liability.




