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Properties Standards Conditions Units LV-2225L
o NN
IPhysical Properties
wg _ 3
Specific Gravity ISO 1183 kg/m 1200
x5 ok £ A
\5 ﬂ m- ﬁ" = o, 3 .
Melt Flow Index ISO 1133 300C, 1.2kg | cm’/10min 18
ook ;
Water Absorption ISO 62 23°C, 24hr % 0.2
5 %
Total Light Transmittance ASTM D1003 3mm % 88
e - -
Refractive Index ASTM D542 1,585
e ¥ _ _ _
Molding Shrinkage % 0.5-0.7
FT R
Thermal Properties
#itER o o
Vicat Softening Temperature D1525 S0C/h, SON C 146
HRVER ISO 75-1 0.45 MPa C 139
Heat Deflection Temperature ISO 75-2 1.8 MPa 126
E LA IKE g — WA
Coefficient of Linear Thermal Expansion IS0 11359-2 x10°7°C 0.7
R _ _
Flammability UL-94 V-2
WA
Mechanical Properties
FulLEY S .
Tensile Strength ISO 178 2mm/min MPa 93
EALE: S o .
Tensile Modulus ISO 178 2mm/min MPa 2,400
Ped B AR .
Flexural Strength ISO 527-1 50mm/min MPa 61
3o H-E 150 527.2 i
Flexural Modulus ] Imm/min MPa 2,350
CEREFE :
Izod Impact Strength ISO 179 Notched kJ/m 67
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[Electrical Properties
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WALl & IEC 60093 - Q.cm >1x10"
'Volume Resistivity
EX A LR S _ 15
Surface Resistivity TEC 60093 Q >1x10
E 4= 100Hz 40 10
IDissipation Factor TEC 60250 1MHz x1077C 90
AR S 100Hz _ 3.1
Dielectric Constant IEC 60250 1MHz 3
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The data are intended as a general guide only, makes no guarantee of results and assumes no obligation or liability.




